
Hunter 8K 4x1 HDMI Switch

9361-HUC-4x1SWHDMI2.18KA
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Product Introduction

Hunter 8K 4x1 HDMI 2.1 Switch, the ultimate solution for seamless
connectivity and unparalleled audiovisual performance. With four HDMI
inputs and one output, along with choices for Audio outputs; optical fiber,
coaxial outs, plus a 3.5mm aux port, experience stunning 8K@60Hz
resolution with support for 3D content. Enjoy immersive sound with DTS-
HD, Dolby TrueHD, and more. This switch supports eARC/ARC, deep color,
and HDMI audio extraction. Controllable via the included IR remote.

Features

8K resolution at 60Hz with 4 HDMI inputs and 1 HDMI output. 
Supports eARC/ARC for high-quality audio transmission.
 Audio support for DTS-HD, Dolby TrueHD, DTS, and Dolby formats.
Bandwidth of 48Gbps for smooth data transmission. 
Optical fiber and coaxial outputs for versatile audio options. 
Compatible with 5.1 and 2.1 channel audio systems.

Specifications

Product Name
Input Port
Output Port
Output Resolution

Video Bandwidth
Power Supply
Material
Operating Temperature
Max working current
Operating Humidity range

9261-Hunter 8K 4x1 HDMI 2.1 Switch
4 × HDMI (Female type)
1 × HDMI (Female type)
8K@60Hz/8K@30Hz/4K@120Hz/4K@60Hz/
4K@30Hz/1080P@60Hz
48Gbps
5V/1A DC (US/EU standards, CE/FCC/UL certified)
Aluminum
(-15 to +55℃)
500mA Power
5 to 90%RH (No Condensation)
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Output

Inputs

Connection Diagram

Remote Control

HDMI Switch
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EARCAudio return
1-4 Signal source selection button 
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Front
Panel

EARC indicator light
Power indicator lightOptical outputStereo output

Coaxial output HDMI output IR receive HDMI Video switching button 

DC/5V:
Plug the 5V DC power

supply into the unit and
connected the adaptor to

an AC outlet.

HDMI IN 1~4: 
Connect HDMI Input 1~4 to an HDMI display

for simultaneous HDMI distribution, or
cascade the output to another transmitter

to extend the operating distance.

If your product does not work properly because of a
defect in materials or workmanship, our Company
(warrantor) will, for the length of the period indicated
as 1 Years, which starts with the date of original
purchase ("Limited Warranty period"), at its option
either (a) repair your product with new or refurbished
parts, or (b) replace it with a new or a refurbished
product. The decision to repair or replace will be made
by the warrantor. During the "Labor" Limited Warranty
period there will be no charge for labor. During the
"Parts" warranty period, there will be no charge for
parts. You must mail-in your product during the
warranty period. This Limited Warranty is extended
only to the original purchaser and only covers product
purchased as new. A purchase receipt or other proof of
original purchase date is required for Limited Warranty
service.

Operation Controls & Functions

WARRANTY : 1 Year
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