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Hunter 1X8 HDMI 2.0 Splitter
4K@60Hz (YUV444)18 Gbps

9455-HTV-SP4K10818G

USER MANUAL
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Product Introduction

Hunter 1x8 HDMI Splitter is a high performance one HDMI input and eight
HDMI output splitter. It can distribute 1 ultra HD source to 8 Ultra HD displays
for your device, The system supports all 3D TV formats in addition to all HDTV
formats up to 4KX2K/60 HZ with 12 bit YCBCR 4,404,

Features

1X8 HDMI 2.0 Splitter: This Hunter splitter allows one HDMI input to be
distributed to eight HDMI outputs simultaneously.
EDID Support: The splitter can read and store the Extended Display
Identification Data (EDID) from connected displays to ensure optimal
compatibility.
HDCP 2.2: It supports High-bandwidth Digital Content Protection (HDCP)
2.2 to enable secure content transmission.
4K@60Hz (YUV444) Resolution: Capable of transmitting 4K Ultra HD
content at 60Hz with full YUV444 color sampling for vivid and sharp
images.
18Gbps Bandwidth: The splitter supports high-speed data transmission
up to 18Gbps for smooth and high-quality video and audio delivery.
3D Support: Allows 3D content transmission on Full HD displays at a 60Hz
refresh rate for immersive entertainment.
HDMI 2.0: Compliant with HDMI 2.0 standards for the latest features and
performance.
Audio Support: Supports LPCM 7.1CH, Dolby TrueHD, and DTS-HD Master
Audio for superior audio quality.
Input and Output Ports: It features one HDMI input (female) and eight
HDMI outputs (female) for easy connections to multiple displays.
5V DC Power: Powered by a 5V DC power supply for reliable operation.
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Input ports
Output port
Bandwidth support
Audio support
Video resolution
3D Format support
Input cable distance
Output cable distance
Operating Temperature
ESD Protection
Dimensions

1XHDMI(Female type)
8XHDMI(Female type)
Up to 18 Gbps
LPCM 7.1 CH, Dolby True HD, and DTS-HD Master Audio
Up to 4KX2K/60HZ
Up to 1080P/60HZ
≤5m AWG24 HDMI standard cable
≤5m AWG24 HDMI standard cable
-20°C to +55 °C
Human Body Model: #8kv(air -gap discharge) ‡4kv (contact charge)
270MMx71MMx21MM

Specifications

Interface

Power supply on/off key1.
 DV/SV power port2.
 HDMI output ports 1-83.
 HDMI input port4.
 LED light of HDMI output,these LEDs will light up to indicate which
HDMI outputs are connected to an active TV/display/monitor.

5.

 LED light of HDMI input,it will illuminate blue when the Source
connected to the device.

6.

 Power LED light, this LED illuminate red when the device is
connected with power supply.

7.

1 2 3 4 5

6 7 8
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The splitter doesn't appear to be functioning:
Firstly.check if the LED lights,the power supply is connected and the power
switch is turned on.
Secondly make sure all cables are well connected and are in good condition.
Thirdly make sure the length of the cables is within the MAX supported
length of this splitter.
Lastly, please try to connect the input device to the display directly to see if
it display normal.
b) If the maximum resolution the eight displays supported is not the same,
what resolution will be displayed?
After an EDID process. the splitter will choose the lowest one and output to
all displays.

Connect the input source and output display to the HDMI splitter
Kindly refer to the connection diagram
 Connect the DC SV / 2A power supply into the splitter pis make sure no
other voltage power supply should be connected Power supply with
higher voltage may damage the splitter
 Tum on the power button
 When all inputs and outputs are all connected and tumed on, the
corresponding LED will light.
•Attention Inset and exactly cable genty

FAQ

If your product does not work properly because of a defect in materials or
workmanship, our Company (warrantor) will, for the length of the period
indicated as 1 Years, which starts with the date of original purchase
("Limited Warranty period"), at its option either (a) repair your product with
new or refurbished parts, or (b) replace it with a new or a refurbished
product. The decision to repair or replace will be made by the warrantor. 

During the "Labor" Limited Warranty period there will be no charge for
labor.
During the "Parts" warranty period, there will be no charge for parts. You
must mail-in your product during the warranty period. This Limited
Warranty is extended only to the original purchaser and only covers product
purchased as new. A purchase receipt or other proof of original purchase
date is required for Limited Warranty service

Warranty  1 Year

Connection


